Gamma Bias
Static ID (cpm)
SU5-GB30 (9441)

Gamma Bias
Static ID (cpm)
SU5-GB15 (10235)

Gamma Bias
Static ID (cpm)
SU5-GB29 (9726)

Gamma Bias
Static ID (cpm)
SU5-GB16 (8970)

Gamma Bias
Static ID (cpm)
SU5-GB1 (9128)
SU5-GB2 (9617)
SU5-GB3 (9619)
SU5-GB4 (9384)
SU5-GB5 (9666)
SU5-GB6 (9673)
SU5-GB7 (1089)
SU5-GB8 (9433)
SU5-GB9 (8333)
SU5-GB10 (8894)
SU5-GB11 (9141)
SU5-GB12 (9883)
SU5-GB13 (9914)
SU5-GB14 (9883)

Gamma Bias
Static ID (cpm)
SU5-GB31 (10781)
SU5-GB32 (10361)
SU5-GB33 (11261)

Gamma Bias
Static ID (cpm)
SU5-GB34 (10565)
SU5-GB35 (11193)
SU5-GB36 (10960)
SU5-GB37 (10009)

Gamma Bias
Static ID (cpm)
SU5-GB17 (9488)
SU5-GB18 (9669)
SU5-GB19 (9994)
SU5-GB20 (9699)
SU5-GB21 (10619)
SU5-GB22 (9426)
SU5-GB23 (8429)
SU5-GB24 (9984)
SU5-GB25 (9046)
SU5-GB26 (9779)
SU5-GB27 (11856)

Gamma Bias
Static ID (cpm)
SU5-GB28 (9349)
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Survey Unit 5

Finger Pier 2

Berth 30-35

(Class 2)

Total Area (7,996 m?)

Survey Requirements
- 100% Gamma Scan

- 25% Alpha/Beta Scan

Legend

® Gamma Bias Static
ﬂ Survey Unit Boundary

Gamma Survey Results
(Z-Score)
e <09
1.0-19
20-29
>23.0

Note: Gamma Survey was performed
with RS-700 and Ludlum 2221/44-20

(3x3 Nal). Static measurements collected
with Ludlum 2221/44-20 (3x3 Nal).

Gamma Bias Static Measurement
Investigation Level (IL)

Concrete = 14,501 cpm

Metal = 7,184 cpm

'RED' cpm result indicates that the static
result exceeds the IL and an Inspector

1000 shot was collected.

cpm = counts per minute
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Survey Unit 6

Finger Pier 3

Berth 37-42

(Class 2)

Total Area (3,756 m?)

Survey Requirements
-100% Gamma Scan

- 25% Alpha/Beta Scan

Legend

ﬂ Survey Unit Boundary

Scan Data Results
(Alpha dpm/100 cm2)
® <199
20.0-499
50.0 - 99.9
>100.0

Note: Alpha-Beta survey was performed
with a Ludlum 2360/ 43-37 Floor Monitor

. s 0 100
Alpha Data Statistics . - P e —
Survey Unit 6 (Alpha dpm/100 cm? «Q Scale (feet)

# of Measurements 16,594 i N
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Survey Unit 6

Finger Pier 3

Berth 37-42

(Class 2)

Total Area (3,756 m?)

Survey Requirements
- 100% Gamma Scan
- 25% Alpha/Beta Scan

Legend

ﬂ Survey Unit Boundary

Scan Data Results

(Beta dpm/100 cm?2)
<1999
200.0 -499.9
500.0 - 999.9
>1000.0

Note: Alpha-Beta survey was performed
with a Ludlum 2360/ 43-37 Floor Monitor

: 0 100
Beta Data Statistics | L. N P e —

. 2 Scale (feet)
Survey Unit 6 (Beta dpm/100 cm

# of Measurements 16,594
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Survey Unit 6

Finger Pier 3

Berth 37-42

(Class 2)

Total Area (3,754 m?)

Survey Requirements
- 100% Gamma Scan

- 25% Alpha/Beta Scan

Legend
® Alpha-Beta Bias Static

Systematic Measurements

®  Horizontal Surface

Survey Unit Boundary
ﬂ Horizontal Surface

7/ A \Vertical Surface
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Gamma Bias
Static ID (cpm)
SU6-GB1 (8898)
SU6-GB2 (10136)
SU6B-GB3 (9906)
SU6-GB4 (10106)
SU6-GB5 (9956)
SU6-GB6 (9868)
SU6-GB7 (9848)
SU6-GB8 (9857)
SU6-GB9 (9655)
SU6-GB10 (9720)
SU6-GB11 (9787)
SU6-GB12 (9690)
SU6-GB13 (9766)
SU6-GB14 (9823)
SU6-GB15 (10131)

Gamma Bias
Static ID (cpm)
SU6-GB16 (10259)
SU6-GB17 (10201)
SU6-GB18 (10132)
SU6-GB19 (10539)
SU6-GB20 (10486)
SU6-GB21 (9891)
SU6-GB22 (10851)
SU6-GB23 (11444)
SU6-GB24 (10048)
SU6-GB25 (9028)
SU6-GB26 (11073)
SU6-GB27 (8922)
SU6-GB28 (8793)
SU6-GB29 (11229)
SU6-GB30 (9789)
SU6-GB31 (9086)
SU6-GB32 (9193)
SU6-GB33 (10552)
SU6-GB34 (9049)
SU6-GB35 (8970)
SU6-GB36 (9591)
SU6-GB37 (8390)

Survey Unit 6

Finger Pier 3

Berth 37-42

(Class 2)

Total Area (3,754 m?)

Survey Reguirements
- 100% Gamma Scan

- 25% Alpha/Beta Scan

Gamma Bias
Static ID (cpm)
SUB-GB38 (9210)
SU6-GB39 (9299)

Legend

® Gamma Bias Static

ﬂ Survey Unit Boundary

Gamma Survey Results
(Z-Score)
e <09
1.0-19
20-29
>3.0

Note: Gamma Survey was performed
with RS-700 and Ludlum 2221/44-20

(3x3 Nal). Static measurements collected
with Ludlum 2221/44-20 (3x3 Nal).

Gamma Bias Static Measurement
Investigation Level (IL)

Concrete = 14,501 cpm

Metal = 7,184 cpm

'RED' cpm result indicates that the static
result exceeds the IL and an Inspector
1000 shot was collected.

cpm = counts per minute
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